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Landquip    Spraymarc Trailed 

2500 litre  
12/21 metre RPA bi-fold boom 

 
Cushioned mechanical tracking  
(lower linkage mounted hitch) 

Bravo Automatic Spray Rate Controllers 

Bravo 180S (Standard) 
• Automatic rate control  

• Automatic stop below minimum 
set pressure 

• Automatic shut off of main valve  
 below minimum work speed 

• Built in level indicator 

• Connection for GPS speed 

• USB drive for data transfer &  
 software update 

Adjustable sliding axle 
track 1500-2100mm 

 

Optional Mudguards 

3000 litre  
12/24 metre RPA bi-fold boom 

 
Fixed Drawbar  

Bravo 400S LT (Optional) 
• New high resolution 5.7” display 

• CanBus data transmitted by 1 single cable 

• Precision rate control 

• CanBus electro-hydraulic controls 

• GPS sensed speed 

• Manual switching of 5 or 7 sections 

• GPS automatic shut-off of 5 or 7 sections 

• Built in LED lightbar guidance system 

• USB job export in Shape format 



Booms 
Tried and tested Alu-light booms 
equipped with stainless steel spraylines  
(Semi recirculation is available as an option).  

Multi-head 360
o
 nozzle bodies  

 
Optional features include:- 
Euro high hitch with 80mm Scharmuller 
spoon (non tracking)  
Or Cushioned mechanical tracking 
Or Full electronic tracking 

 
1500 to 2100mm track width 

700mm clearance 
Excellent weight distribution 

Superbly engineered chassis, drawbar &  
steering systems 

 

Standard equipment includes:- 
• PTO driven 235 l/min. 3 cyl piston diaphragm pump 
• 2500 or 3000 litre low centre of gravity  
 polypropylene tank with efficient drain sump 
• High lift parallelogram 

• 18-28 metre bi-fold booms 

• Heavy duty fixed drawbar (non tracking) 

• Trapezium self levelling / hydraulic boom tilt 

• 30 litre easy clean chemical bowl with can wash,  
 rinse & agitation jets 
 

 
 

Boom spray heights from 500 to 2300mm 

Spraymarc 

Lower linkage in-field tracking system 
(Optional) 

 


